
S.W.i.P.S. 
Standard Wireline Packer System  

Simply by using water 
IPI’s Standard Wireline Permeability 

System (“SWiPS”) is a typical         

example of IPI’s constantly improving 

packer technology for cost effective 

use. Using only water for inflation and 

not requiring a fixed wireline, IPI’s 

SWiPS dramatically simplifies drilling 

operations by eliminating the 

need for separate or dedicated         

inflation equipment. 

Greater pressures  
greater depths 

Water enables higher pressure ratings and 

therefore greater depth capability with up to 100 

bar (1500 psi) differential pressure capacity, plus 

a more positive and reliable seal than gas         

alternatives. With IPI’s ability to deliver at short  

notice, world wide, the SWiPS is the system of 

choice for today’s cost conscious, high  

performance drilling contractor. 

Rental systems are also available. 

 

SWiPS works with industry standard 

drilling systems—in good working       

order, standard drill pumps and high 

pressure hoses. 

Proven in Mining, CBM and  

Construction industries. 
1 Pitino Court, Osborne Park, WA 6017 

Ph: +618 9204 2448   Fax: +618 9204 2449 

NO  

NITROGEN 

NO  INFLATATION  LINES 



S.W.i.P.S. 
Standard Wireline Packer System  

Operation - as easy as 1-2-3  

Step 1     SWiPS is run in after inner barrel with                 
drawn, locks on to the landing ring 

Step 2     SWiPS is inflated by water and testing 
is conducted 

Step 3     SWiPS is deflated and withdrawn,    
using a standard overshot, inner barrel 
replaced and drilling recommences. 

Note (1)    A single system is designed to simply work 
as part of a coring job, a straddle system 
works independent of the coring phase. 

Note (2)    If the packer becomes stuck withdrawal is 
effected by using the emergency deflation 
system. 

 

 

 

 

 

 

SINGLE SYSTEM NQ HQ PQ 

IPI part system NQ-SWIPS HQ-SWIPS PQ-SWIPS 

Overall Length Suits core barrel 
length 

Suits core barrel 
length 

Suits core barrel 
length 

Centre Tube ID 13.9 mm [0.55”] 18.9 mm [0.74”] 32.5 mm [1.3”] 

Max working pres-
sure in rated size 

100 bar 
[1500 psi] @ 76mm 

100 bar 
[1500 psi] @ 96mm 

100 bar 
[1500 psi] @ 116mm 

Packer Element 1000 mm [39.4”] 1000 mm [39.4”] 1000 mm [39.4”] 

OD—deflated min 42 mm [1.65”] 60 mm [2.36”] 83 mm [3.27’] 

OD  - expanded max 90 mm [3.5”] 130 mm [5.1”] 160 mm [6.3”] 

Accessories available include: 
·  ‘C’ Plate and hauling sub for tool assembly over rods 

· Flow meter assembly with pressure gauge, optional data logger and USB  connection 

· Single packer system extends to straddle as required 

· Extension subs for 3m [10ft], 6m [20ft]  and 12m [40ft] core barrels 

· Stainless Steel version available for aggressive water conditions 


